Arc Welding

11. Sheng-Long Jeng, Yun-Han Chang : The influence of Nb and Mo on the microstructure and mechanical properties of Ni-Cr-Fe GTAW welds, MSEA 555(2012), p1-12
13. Liangyun Lan, Chunlin Qiu, Dewen Zhao, Xiuhua Gao, Linxiu Du : Analysis of microstructural variation and mechanical behaviors in submerged arc welded joint of high strength low carbon bainitic steel, MSEA 558(2012), p692-691
**Brazing**


**Friction Stir Welding**

1. Takao Utsunomiya, Nobuyuki Ishii, Yoshihiko Hangai, Shinji Koyama, Osamu Kuwazuru, Nobuhiko Yoshikawa : Relationship between Porosity and Interface Fracture on Aluminum Foam Sandwich with Dense Steel Face Sheets Fabricated by Friction Stir Processing Route, MT 53-9(2012), p1674-1679


15. Dutong Zhang, Saixiang Wang, Chen Qiu, Wen Zhang; Superplastic tensile behavior of a fine-grained AZ91 magnesium alloy prepared by friction stir processing. MSEA 556(2012), p107-113
16. K.J. Hodder, H. Izadi, A.G. McDonald, A.P. Gerlich; Fabrication of aluminum-alumina metal matrix composites via cold gas dynamic spraying at low pressure followed by friction stir processing. MSEA 556(2012), p114-121
20. Q. Yang, A.H. Feng, B.L. Xiao, Z.Y. Ma; Influence of texture on superplastic behavior of friction stir processed ZK60 magnesium alloy. MSEA 556(2012), p671-677
22. T.S. Mahmoud, S.S. Mohamed; Improvement of microstructural, mechanical and tribological characteristics of A413 cast Al alloys using friction stir processing. MSEA 558(2012), p502-509
23. Guoqing Zhang, Hua Yuan, Dongling Jiao, Zhou Li, Yong Zhang, Zhongwu Liu; Microstructure evolution and mechanical properties of T15 high speed steel prepared by twin-atomiser spray forming and thermo–mechanical processing. MSEA 558(2012), p572-578

::: Induction Welding

1. Y. HAN AND E. L. YU; Numerical Analysis of a High-Frequency Induction Welded Pipe, WJ 91-10(2012), p270-277

::: Laser Welding


472

2. Shih-Hsien Chang, Szu-Hung Chen, Kuo-Tsung Huang ; Sintered Behaviors and Electrical Properties of Cr50Cu50 Alloy Targets via Vacuum Sintering and HIP Treatments, MT 53-9(2012), p1689-1694


4. Shishir Pandya, K.S. Ramakrishna, A. Raja Annamalai, Anish Upadhyaya ; Effect of sintering temperature on the mechanical and electrochemical properties of austenitic stainless steel, MSEA 556(2012), 271-277


---


---

1. Siu-kwong Pang, Kam-chuen Yung ; A Green Approach to Synthesis of Nanoparticles of Sn-3.0Ag-0.5Cu Lead-Free Solder Alloy, MT 53-9(2012), p1770-1774

2. In-Dong You, Ho-Kyung Kim ; Evaluation of the joint strength between Sn-3.0Ag-0.5Cu solders and Cu substrate at high strain rates, MSEA 556(2012), p551-557

3. M.AA. Mohd Salleh, A.M. Mustafa Al Bakri, M.H. Zan@Hazizi, Flora Somidin, Noor Farhani Mohd Abi, Zainal Arifin Ahmad ; Mechanical properties of Sn-0.7Cu/Si3N4 lead-free composite solder, MSEA 556(2012), 633-637

4. C.L. Chuang, L.C. Tsao, H.K. Lin, L.P. Feng ; Effects of small amount of active Ti element additions on microstructure and property of Sn35Ag05Cu solder, MSEA 558(2012), p478-484

5. Mingna Wang, Jianqiu Wang, Hao Feng, Wei Ke ; In-situ observation of fracture behavior of Sn-3.0Ag-0.5Cu lead-free solder during three-point bending tests in ESEM, MSEA 558(2012), p649-655
1. A. Panteli, J.D. Robson, I. Brough, P.B. Prangnell; The effect of high strain rate deformation on intermetallic reaction during ultrasonic welding aluminium to magnesium, MSEA 556(2012), p31-42.